ADHESIVE

Lasting, beautiful hardscapes depend on adhesives that are easy to use and stand the test of time. That’s why we’ve created a line of adhesives that lock quickly and hold strong.

Our diverse line of adhesives can be used for a variety of projects and many applications including retaining walls, natural stone and veneers.

Adhesive Products

- Superior Strength Solvent-Based
- Rapid-Set Polyurethane
- Vertical Instant Lock

Application Patterns for Optimal Moisture Drainage*

- For Superior Strength Solvent-Based and Rapid-Set Polyurethane Adhesive
- For Vertical Instant Lock Adhesive

See Back Page for Product Details
Superior Strength Solvent-Based

- Superior strength and longevity
- Works on wet or frozen surfaces
- High temperature compatible
- Extrudes down to 10°F
- Interior/exterior use
- 18 month shelf life

Rapid-Set Polyurethane

- Fastest set-up time on the market
- Designed for construction and landscape projects
- Suitable for dry or damp surfaces
- High temperature compatible
- Interior/exterior applications
- Premium, long-lasting strength
- 12 month shelf life

Vertical Instant Lock

- Instantly locks building materials in place
- Low odor, ideal for indoor or outdoor use
- Repositionable for 10 minutes
- Quick curing and non-corrosive
- V-notch nozzle—perfect application every time
- 12 month shelf life

Adhesive Application Chart

<table>
<thead>
<tr>
<th>Surface Material</th>
<th>Retaining Walls</th>
<th>Pavers/Concrete</th>
<th>Pool Copings</th>
<th>Natural Stone &amp; veneers</th>
<th>Manufactured Stone</th>
<th>Brick</th>
<th>Fireplaces/Outdoor Kitchens</th>
<th>Masonry</th>
<th>Metals</th>
<th>Wood</th>
<th>Foamboard</th>
<th>Plastic</th>
<th>Glass &amp; Mirror</th>
<th>Ceramic Tile</th>
</tr>
</thead>
<tbody>
<tr>
<td>VERTICAL INSTANT LOCK*</td>
<td>X</td>
<td>X</td>
<td>X</td>
<td>X</td>
<td>X</td>
<td>X</td>
<td>X</td>
<td>X</td>
<td>X</td>
<td>X</td>
<td>X</td>
<td>X</td>
<td></td>
<td></td>
</tr>
<tr>
<td>SUPERIOR STRENGTH SOLVENT</td>
<td>X</td>
<td>X</td>
<td>X</td>
<td>X</td>
<td>X</td>
<td>X</td>
<td>X</td>
<td>X</td>
<td>X</td>
<td>X</td>
<td>X</td>
<td>X</td>
<td></td>
<td></td>
</tr>
<tr>
<td>RAPID-SET POLYURETHANE</td>
<td>X</td>
<td>X</td>
<td>X</td>
<td>X</td>
<td>X</td>
<td>X</td>
<td>X</td>
<td>X</td>
<td>X</td>
<td>X</td>
<td>X</td>
<td>X</td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

*Always make sure at least one surface is porous. Always test a small area. Check product label for interior/exterior use.

Don't forget caulking guns!
We offer three types of caulking guns, available in 10oz (295ml) and 28oz (828ml) sizes.